
D7 Pilot Devices
INDUSTRIAL MOTOR CONTROL + PROTECTION

Illuminated & Non-Illuminated Monolithic Switches Components

The economical solution for high performance control, signaling and switching applications

Superior DesignFlexibility Fast Mounting
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Push Button, Non-illuminated,
Momentary, Flush
 Plastic Metal
• D7P-F0 D7M-F0
•• D7P-F1 D7M-F1
• D7P-F2 D7M-F2
• D7P-F3 D7M-F3
• D7P-F4 D7M-F4
• D7P-F5 D7M-F5
• D7P-F6 D7M-F6
ø D7P-F9 D7M-F9
ø Push Button without Cap

Push Button, Non-illuminated,
Momentary, Extended
 Plastic Metal
• D7P-E0 D7M-E0
•• D7P-E1 D7M-E1
• D7P-E2 D7M-E2
• D7P-E3 D7M-E3
• D7P-E4 D7M-E4
• D7P-E5 D7M-E5
• D7P-E6 D7M-E6
ø D7P-E9 D7M-E9
ø Push Button without Cap

Push Button, Illuminated,
Momentary, Flush
 Plastic Metal
• D7P-LF0 D7M-LF0
• D7P-LF3 D7M-LF3
• D7P-LF4 D7M-LF4
• D7P-LF5 D7M-LF5
• D7P-LF6 D7M-LF6
•• D7P-LF7 D7M-LF7
ø D7P-LF9 D7M-LF9
ø Push Button without Cap

Standard Push Button, Illuminated
40mm Mushroom, Momentary

 Plastic Metal
• D7P-LMM3 D7M-LMM3
• D7P-LMM4 D7M-LMM4
• D7P-LMM5 D7M-LMM5
• D7P-LMM6 D7M-LMM6
•• D7P-LMM7 D7M-LMM7

Pilot Light
Plastic Metal
• D7P-P0 D7M-P0
• D7P-P3 D7M-P3
• D7P-P4 D7M-P4
• D7P-P5 D7M-P5
• D7P-P6 D7M-P6
•• D7P-P7 D7M-P7
ø D7P-P9 D7M-P9
ø Pilot light without lens or di� user

Contact Blocks 
(latch not included)

D7-X10 1NO
D7-X01 1NC
D7-X10E 1NO Early Make
D7-X01L 1NC Late Break
D7-X01B   NCEB Early Break
D7-X10V(1mA) 1NO Low Voltage
D7-X01V(1mA) 1NC Low Voltage
D7-X01S Guardian Block

Integrated LED Module
(latch not included)
Screw Type
D7-N3✱ 24V AC/DC
D7-N5✱ 120V AC
D7-N7✱ 240V AC
D7-NU✱ 24...120V AC/DC

Spring-Clamp
D7-Q3✱ 24V AC/DC
D7-Q5✱ 120V AC
D7-Q7✱ 240V AC
✱ Add LED Color, R=red, G=green, W=white

Plastic Latch
D7-ALP

Metal Latch
D7-ALM

Toggle Switch, Metal
2 Position
D7M-JR2 Momentary
D7M-JM2 Maintained

4 Position
D7M-JR4 Momentary
D7M-JM4 Maintained

Single Turn Potentiometer Assembly
Plastic Resistive Element
D7P-POT None (Operator Only)
D7P-POT1 150 Ω 
D7P-POT2 500 Ω
D7P-POT3 1000 Ω
D7P-POT4 2500 Ω
D7P-POT5 5000 Ω
D7P-POT6 10000 Ω

Multifunction, Non-illuminated

2 Push Buttons
Plastic Metal
D7P-U2X D7M-U2X

3 Push Buttons
Plastic Metal
ºD7P-U3X D7M-U3X

Selector Switch Safety
•  Positive Detent
•  Constant Energy

Diaphragm Seal
•  Flexes with operation
• Dependent on 

lubrication

K-Seal
•  Dual wiping action
•  Lubrication trapping 

extends sealing life

Panel Gaskets
•  Seals both panel & 

mounting blades

D7P

D7M

Plastic Operator

Metal Operator

Plastic Latch

Metal Latch

Integrated LED 
Module

Contact Block

Anti-rotation tab provides 
accurate alignment and 
eliminates operator and 
legend plate rotation. 
The tab is easily removed 
for use in panels without 
notches.

Rotating collar for easy 
assembly and removal

Snap down color coded 
contact blocks

Easy one-person mounting and 
removal provide both time and 
cost savings.

Selector Switch, Illuminated

2 Position, Maintained
 Plastic Metal
• D7P-LSM20 D7M-LSM20
• D7P-LSM23 D7M-LSM23
• D7P-LSM24 D7M-LSM24
• D7P-LSM25 D7M-LSM25
• D7P-LSM26 D7M-LSM26
•• D7P-LSM27 D7M-LSM27

3 Position, Maintained
 Plastic Metal
• D7P-LSM30 D7M-LSM30
• D7P-LSM33 D7M-LSM33
• D7P-LSM34 D7M-LSM34
• D7P-LSM35 D7M-LSM35
• D7P-LSM36 D7M-LSM36
•• D7P-LSM37 D7M-LSM37

Selector Switch, Non-illuminated 

2 Position, Maintained
 Plastic Metal
• D7P-SM22 D7M-SM22

3 Position, Maintained
 Plastic Metal
• D7P-SM32 D7M-SM32

Multi-Function, Illuminated

2 Push Buttons
Plastic Metal
D7P-LU2 D7M-LU2X

E-STOP Push Button, Non-Illuminated
Twist-to-release, 40mm Mushroom

Plastic Metal
D7P-MT44 D7M-MT44

Complete Unit
 1NC: D7P-MT44PX01 D7M-MT44MX01
 1 Guardian: D7P-MT44PX01S D7M-MT44MX01S
 1 Guardian + 1NO: D7P-MT44PX11S D7M-MT44MX11S

E-STOP Push Button, Illuminated
Twist-to-release, 40mm Mushroom

Plastic Metal
D7P-LMT44 D7M-LMT44

Complete Unit
 1NC: D7P-LMT44PX01 D7M-LMT44MX01
 1 Guardian: D7P-LMT44PX01S D7M-LMT44MX01S
 1 Guardian + 1NO: D7P-LMT44PX11S D7M-LMT44MX11S

Indicator Light, Plastic
 LED Incandescent
• D7D-P0N♣ D7D-P0D♣

• D7D-P3N♣ D7D-P3D♣

• D7D-P4N♣ D7D-P4D♣

• D7D-P5N♣ D7D-P5D♣

• D7D-P6N♣ D7D-P6D♣

•• D7D-P7N♣ D7D-P7D♣

♣ Select lamp voltage and terminal type

Push Button, Non-illuminated,
Momentary, Plastic
 Flush Cap Extended Cap
•• D7D-F1♣ D7D-E1♣
• D7D-F2♣ D7D-E2♣
• D7D-F3♣ D7D-E3♣
• D7D-F4♣ D7D-E4♣
• D7D-F5♣ D7D-E5♣
• D7D-F6♣ D7D-E6♣

♣ Select cap text/contact confi guration

E-STOP Push Button, Push-
Pull and Twist-to-release,
40mm Mushroom, Plastic

D7D-MT44X01 1NC
D7D-MT44X11 1NO 1NC
D7D-MT44X02 2NC

Selector Switch, Non-illuminated, 
Plastic
2 Position, Maintained
• D7D-SM22X10
• D7D-SM22X01
• D7D-SM22X20
• D7D-SM22X02
• D7D-SM22X11

3 Position, Maintained
• D7D-SM32X20
• D7D-SM32X02
• D7D-SM32X11

Key Selector Switches
2 Position, Maintained
Plastic Metal
D7P-KM21 D7M-KM21
D7P-KM22 D7M-KM22
D7P-KM23 D7M-KM23

3 Position, Maintained
Plastic Metal 
D7P-KM31 D7M-KM31
D7P-KM33 D7M-KM33
D7P-KM34 D7M-KM34
D7P-KM35 D7M-KM35

Selector/Jog Operators
2 Position
 Plastic Metal
• D7P-SJ22 D7M-SJ22
• D7P-SJ23 D7M-SJ23

3 Position
 Plastic Metal
• D7P-SJ32 D7M-SJ32
• D7P-SJ33 D7M-SJ33

Incandescent Power Module
(bulb not included)

D7-DOC 6-240V AC/DC


