Explosion-Proof Starters

sprecher+

schuh

NEMA Type 4/4X/7/9 Explosion Proof Starters

Series CAT7 & CAT9 o
Maximum Horsepower  Without Short Circuit | D [ yccg | With Thermal Magnetic D | With Non Fusible D
Three Phase Protection hlll Amps Circuit Breaker (MCCB) hlll Disconnect '\II|
200V | 230V | 460V | 575V [Catalog No. (1) Catalog No. O | Catalog No. Price | @
2 2 5 | 5@ |CAT7-30-%--E0 A7| 15  |CAT7-30-%-#-TBISEQ E7
2 2 5 5  |CAT7-30-%-#-E0 A7| 15  |CAT7-30-%-#-TBH15E0 £7
3 3 75 | 10© [CAT7-30-%--E0 A7| 20 |CAT7-30-%--TB20EQ £7
3 3 75 | 10 [CAT7-30-%-4-E0 A7| 20  |CAT7-30-%-#-TBH20EO E7
~ 5 10 ~ | CAT7-30-%-#-E0 A7| 30  |CAT7-30-%-#-TB30EO £7
5 ~ ~ | 15@ |CAT7-30-%-#-E0 A7| 35 |CAT7-30-%-#-TB35E0 £7
5 ~ ~ 15 | CAT7-30-%-#-E0 A7| 35 |CAT7-30-%--TBH35EQ £7
~ 75 | 15 | 20@ |CAT7-30-%-#-E0 A7| 40  |CAT7-30-%-#-TB40EQ £7
~ 75 | 15 | 20 |CAT7-30-%-#-EO A7| 40  |CAT7-30-%--TBH40EQ £7
75 | 10 | 20 | 25@ |CAT7-30-%-#-E0 A7| 50 |CAT7-30-%--TB50EQ £7
75 ~ 20 | 25 |CAT7-30-%-#-E0 A7| 50  |CAT7-30-%-#-TBH50EQ £7
10 | 10 | 25 | 30© |CAT7-37-%--E0 A7| 50 |CAT7-37-%--TB50EQ £7
10 | 10 ~ 30 |CAT7-37-%-#-E0 A7| 50 |CAT7-37-%--TBH50EQ £7
~ ~ 30 ~  |CAT7-43-%-#-E0 A7| 70  |CAT7-43-%--TB70EQ £7
~ 15 ~ ~  |CAT7-43-%-#-E0 A7| 80 |CAT7-43-%-#-TBSOEQ £7
15 | 20 | 40 | 40© |CAT7-55-%-4-E0 A7| 80 |CAT7-55-%-#-TBSOEQ £7
15 | 20 | 40 | 40 |CAT7-55-%--E0 A7| 80  |CAT7-55-%-4-TBHSOEQ £7
~ ~ ~ | 40© |CAT7-60-%-4-E0 A7| 80 |CAT7-60-%--TBOEO F7
~ ~ ~ 40 |CAT7-60-%-4-EO A7 80 CAT7-60-%-4-TBH80EO F7 To order, select equivalent
15 | 20 | 40 | 50© |CAT7-60-%--E0 A7| 100 |CAT7-60-%-4-TB10OEQ F7 | Thermal-Magnetic Circuit Breaker
15 | 20 | 40 | 50 |CAT7-60-%-#-E0 A7| 100 |CAT7-60-%-#-TBH100EO F7| catalog number from this chart.
20 | 25 | 50 | 60@ [CAT7-72-%-@-EO a7| 125 [cAT7-72-%-@-TB125E0 ;7| Specify on order, .t””:‘;h molded
20 | 25 | 50 | 60 [CAT7-72-%-#-E0 A7| 125 |CAT7-72-%-@-TBH125E0 F7 case switc
25 | 30 | 60 ~ | CAT7-85-%-#-E0 A7| 125 |CAT7-85-%--TB125EQ F7
~ ~ ~ | 7500 |CAT7-97-%-4-E0 A7| 150 |CAT7-97-%-#-TB150EQ F7
~ ~ ~ | 750 |CAT7-97-%-#-E0 A7| 150 |CAT7-97-%-#-TBH150EQ F7
300 ~ |750 | -~ |CAT7-97-%-#-E0 A7| 175 |CAT7-97-%-#-TB175E0 F7
30 ~ 75 ~  |CAT9-116-%-0-E0 © B7| 175 |CAT9-116-%--TB175E0 @ G7
~ 40 ~ | 100 © |CAT9-116-%-#-E0 © B7| 200 |CAT9-116-%-¢-TB200E0 @ G7
40 ~ | 100 | 125© |CAT9-146-%-4-E0 © B7| 225 |CAT9-146-%-#-TB225E0 © G7
~ 50 ~ ~ | CAT9-146-%-#-E0 © B7| 250 |CAT9-146-%-#-TB250E0 © G7
50 | 60 | 125 | 150 |CAT9-190-%-4-E0 @ C7| 300 |CAT9-190-%--TB300E0 © H7
60 | 75 | 150 | 200 |CAT9-205-%-#-E0@ C7| 350 |CAT9-205-%-#-TB350E0 © H7
75 ~ | 175 ~ | CAT9-265-%-4-E0 © D7| 400 |CAT9-265-%--TB400E0 @ H7
100 | 200 | 250 |CAT9-265-%-4-E0© D7| 450 |CAT9-265-%-¢-TB450E0 © H7
100 | -~ ~ ~ | CAT9-305-%-4-E0 © D7| 500 |CAT9-305-%--TB500E0 © H7
~ | 125 | 250 | 300 |CAT9-305-%-4-E0@ D7| 600 |CAT9-305-%--TB600E0 © H7
~ ~ ~ | 350 |CAT9-370-%-¢-E0 © D7| 600 |CAT9-370-%-#-TB600E0 © H7
125 | 150 | 300 | ~ |CAT9-370-%--E0 © D7| 700 |CAT9-370-%-#-TB700E0 © H7 | NOTE: Catalog numbers and enclo-
125 | 150 | ~ | 400 |CAT9-400-El--#-EQ D7| 700  |CAT9-400-El-%--TB700EQ H7 | sure dimensions reflect contactors
~ ~ | 350 | ~ |CAT9-400-El-%-#-E0 D7| 800 |CAT9-400-EI-%-#-TBBOOEO Hy | with AC coils. For DC coils, select
150 | ~ | ~ | ~ |CAT9-460-El-%--E0 D7| 800 |CAT9-460-El-s%-#-TBSOOEO 7 | Coil Code from the DC Coil Code
table on page C8:3 and follow the
~ | 200 | 400 | 500 |CAT9-460-El-%--E0 D7| 1000 |CAT9-460-El-%--TB1000EQ H7 | - X o
instructions for modifying catalog
200 | ~ ~ | 600 |CAT9-580-El-%-#-EO R/F| 1000 |CAT9-580-El-%-#-TB1000EO RIF| numbers.
~ | 250 | 500 | ~ |CAT9-580-El--#-EO RIF| 1200 |CAT9-580-El-%-#-TB1200EQ RIF

Larger sizes and reversing starters available. Contact your Sprecher + Schuh representative.

Ordering Instructions

Specify Catalog Number

Replace (%) with Coil Code
Replace (#) with O/L Relay
Factory Modifications available

See page C8:3
See page C8:5
See pages C8:6-C8:10

@ Dimensional information starts on page C8:23.
@ Enclosures have gaskets for outdoor use (Type 4).

© Applicable to 600Y/347V only.

Series CAT

@ The short circuit and kAIC is relegated to the contactor’s 10kA. Contact your Sprecher + Schuh

representative for a higher kAIC.

© CAT9-116..CAT9-370 starters are available with “El" option for PLC interface. Change catalog
number to include "-EI". Example: CAT9-116-%-#-TB175E0 becomes CAT9-116-El-%-#-TB175E0

See page C8:3 for price adder.

C5:2

visit www.sprecherschuh.com/ecatalog for pricing and the most up to date information
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